
PE ClEanEr WiPEs

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our products are applied, 
we assume no responsibility for the results obtained and/or any damage caused by the use of the product. Nevertheless, our Service Department is always at your disposal for 
any advice needed.
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ClEaning WiPEs for PE, PP, PVDf anD PB

ProDuCT DEsCriPTion
Cleaning wipes for PE, PP, PVDF and PB

fiElD of aPPliCaTion
for cleaning and degreasing PE, PP, PVDF and PB pipes, sockets and fittings 
before welding.

aPPliCaTion
Coverage: �00 connections
Directions for use:  
�. Remove the foil and pull the first wipe through the opening, 
2. Dry surfaces with a clean, dry cloth.
3. Clean and degrease surfaces. Wipe is suitable for single use. Do not use dried 
out Wipes.
4. Remove condensation with a clean cloth and let surfaces dry thoroughly. 
Close packaging carefully immediately after use.

TEChniCal ProPErTiEs
Moisture resistance: Very good
 

TEChniCal sPECifiCaTions
Base: Wipes impregnated with isopropyl alcohol
Colour: White
flash point: K� (<2�°C)

shElf lifE
At least 24 months, if stored in a well-sealed packaging in a dry place at a 
temperature between +5°C and +25°C. Limited shelf life after opening.
 

6307549 20��03�8


